
www.poolgardens.it
info@poolgardens.it

  Tappeti Elastici
Manuale di montaggio

Tappeto elastico 140  (diametro 140 cm)
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In questo manuale troverete le caratteristiche e le funzionalita’ del prodotto presenti al 
momento della stampa. Nel frattempo possono avvenire dei cambiamenti a livello di 
attrezzatura, disponibilita’, caratteristiche e funzionalita’ senza possibilita’ di avvertimento 
preliminare. 
 

INFORMAZIONI COMPLEMENTARI 

UTILIZZO DEL TAPPETO ELASTICO IN SICUREZZA 

 

 
 
 
1. Non fate e non permettete di fare 

capriole. Atterraggi sulla testa o sulla nuca 
possono causare dei gravi infortuni, la 
paralisi o anche la morte se atterrate nel 
centro del tappeto elastico. 

 
2. Non autorizzate l’accesso al tappeto 

elastico a piu’ di una persona alla volta. 
L’utilizzo da parte di piu’ persone puo’ 
causare dei gravi incidenti. 

 
3. L’utilizzo del tappeto elastico puo’ 

avvenire esclusivamente sotto la 

supervisione di un adulto ben 
informato.  

 
4. I tappeti elastici di altezza superiore a 51 

cm sono sconsigliati ai bambini che hanno 
meno di 6 anni. 

 
5. Verificate il tappeto elastico prima di ogni 

utilizzo. Controllate che il cusicino 
protettivo sia correttamente e saldamente 
posizionato. Sostituite qualsiasi pezzo 
usurato, difettoso o mancante. 

 

 ATTENZIONE 
L’ errato ed eccessivo utilizzo possono causare dei seri 

danni alla vostra salute. 
 

Come ogni attivita’ sportiva o ludica che metta in movimento le persone, il tappeto elastico puo’ comportare 

alcuni rischi. Al fine di ridurre i pericoli di infortunio causati da una caduta, vi raccomandiamo fortemente 

l’uso di una rete di protezione. La rete di protezione non deve essere usata per rimbalzare lateralmente da 

una parte all’altra. Nessuna attrezzatura puo’ garantire una sicurezza totale e l’utilizzo rimane sotto la vostra 

responsabilita’ o di quella di un adulto. Non permettete l’utilizzo del tappeto elastico a piu’ di una persona alla 

volta. Non fate acrobazie come capriole. Consigliamo inoltre di posizionare a terra dei cuscini lungo tutta la 

superficie del tappeto elastico. 

DA LEGGERE PRIMA DI QUALSIASI OPERAZIONE 
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6. Salite e scendete dal tappeto elastico con 
prudenza. Non saltate dal tappeto verso 
terra, né utlizzatelo durante il 
montaggio/smontaggio. Non utilizzate il 
tappeto elastico come un trampolino verso 
altre attrezzarture. 

 
7. Smettete di saltare flettendo le ginocchia 

quando i piedi toccano il tappeto elastico. 

Imparate questa tecnica prima di provarne 
delle altre. 

 
8. Imparate i salti base e le posizioni del 

corpo prima di passare a degli esercizi piu’ 
complessi. Un’ampia gamma di salti puo’ 
essere eseguita combinando in differenti 
modi i salti base. Consultate la sezione 
« salti base» di questo manuale.

9. Evitate di saltare troppo in alto. Restate ad 
altezza media finche’ il salto risulti 
controllato e siate atterrati piu’ volte al 
centro del tappeto elastico. Il controllo del 
salto e’ piu’ importante dell’altezza dello 
stesso. 

 
10. Saltando, mantenete la testa alzata e 

guardate davanti a voi, dando sempre 
un’occhiata al perimetro del tappeto 
elastico. Questo vi aiutera’ a mantenere 
l’equilibrio. 

 
11. Non saltate quando siete stanchi e 

nemmeno per periodi troppo lunghi. 
 
12. Proteggete in modo corretto il tappeto 

elastico quando non lo utlizzate ed 
impedite un accesso non autorizzato. Se 
usate una scaletta, rimuovetela quando 
abbandonate la zona in modo da impedire 
ai bambini di meno di 6 anni l’utilizzo senza 
sorveglianza. 

 
13. Sgomberate la zona attorno al tappeto 

elastico e rimuovete tutti gli oggetti che 
possono ostacolare l’utilizzatore. 

 

 
14. Non utilizzate il tappeto elastico se avete 

assunto alcool o medicine. 
 
15. Per informazioni sulle tecniche e sui salti 

contattate un istruttore esperto. 
 
16. Saltate solamente quando il tappeto e’ 

asciutto. Il tappeto elastico non va 
utilizzato in presenza di vento. 

 
17. Leggete tutte le istruzioni prima di 

utilizzare il tappeto elastico. I suggerimenti 
e le istruzioni per il mantenimento e 
l’utilizzo sono incluse al fine di garantire un 
utilizzo sicuro e piacevole del prodotto. 

 
· NON INDOSSARE scarpe sportive o 
eleganti. Il tappeto elastico va utilizzato a piedi 
nudi, con le calze o con delle scarpe morbide 
da ginnastica. 
 
· NON INDOSSARE gioielli, bottoni o ogni 
altro tipo di oggetto che possa strappare il 
tappeto elastico.  
 
 
· Saltate sempre nel centro del tappeto.

 

MONTAGGIO 
1. Controllate che l’area sotto il tappeto 

elastico sia sgombra. Si consiglia di 
prevedere un’altezza minima di 7m30 dal 
suolo. Togliete i fili, i rami ed ogni altro 

oggetto pericoloso. 
 
2. Controllate che i lati del tappeto siano 

anch’essi sgombri. Posizionate il tappeto 
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elastico lontano da muri, strutture, barriere, 
piscine e da ogni altra area di gioco. 

 
 
3. Posizionate il tappeto elastico su di una 

superficie piana prima di utilizzarlo. 
 
4. Utilizzate il tappeto elastico in una zona 

ben illuminata. Una luce e’ consigliata nelle 
zone ombreggiate. 

 
5. Proteggete il tappeto elastico da un utilizzo 

non autorizzato e senza sorveglianza. 
 
6. Rimuovete ogni ostacolo sotto il tappeto. 
 
7. Il proprietario e le persone che vigilano 

durante l’utilizzo sono responsabili della 
trasmissione delle istruzioni di sicurezza 
agli utilizzatori. 

 
 
 
 
INTRODUZIONE 
 
Prima di utilizzare il tappeto elastico, vi preghiamo di leggere attentamente le informazioni 
contenute in questo manuale. Al fine di ridurre il rischio di incidenti, vogliate seguire le norme di 
sicurezza ed i consigli in modo appropriato. 
 
※ Un cattivo utilizzo e l’abuso del tappeto elastico sono pericolosi e possono causare gravi 
danni fisici ! 
※ Controllate il tappeto elastico prima di ogni utilizzo alla ricerca di tracce di usura, rottura o di 
pezzi allentati o mancanti. 
※ Questo manuale descirve il montaggio, la cura e la manutenzione del prodotto, le norme di 
sicurezza, gli avvertimenti e le tecniche consigliate per i salti e i rimbalzi.  
※ Tutti gli utilizzatori e coloro che vigilano devono leggere e comprendere queste istruzioni.  
※ Tutti gli utilizzatori devono essere coscienti dei propri limiti nell’effettuare i salti e i rimbalzi su 
questo tappeto. 
 
 
 
 
 
                                                                                                

ATTENZIONE 
 

NON PIU’ DI UNA PERSONA      
ALLA VOLTA SUL TAPPETO       
ELASTICO. 
PIU’ UTILIZZATORI 
AUMENTANO I RISCHI DI 
INFORTUNI ALLA NUCA, ALLE 
GAMBE, ALLA SCHIENA O ALLA 
TESTA. 

 

 
NON EFFETTUARE DELLE 
CAPRIOLE IN QUANTO QUESTO 
AUMENTEREBBE IL RISCHIO DI 
ATTERRARE SULLA TESTA O 
SULLA NUCA, CAUSANDO DANNI 
GRAVI O ADDIRITTURA LA 
MORTE. 

 

ELENCO COMPONENTI

Cuscino di protezione 

Tappeto elastico

Tiranti

Viti

Cacciavite

Tubo ad arco superiore

Mont. inf. con sp. grigia

Mont. sup. con sp. rossa

Rete protettiva

Gambe curve

Cuscino di protezione

Tappeto elastico

Tiranti

Viti

Cacciavite

Tubo ad arco superiore

Montante inferiore con spugna grigia

Montante superiore con spugna rossa

Rete protettiva

Gambe curve
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After attaching all 6 of the legs securely to the top 
rail frame, turn the frame over so that the legs 
point downward, as shown.

6

Begin by assembling 2 of the top rails 
together into an arc.          

Continue building a circle by adding the 
remaining 4 top rails to the arc you made
in Step 1. 

Joining the 2 loose ends of the circle together 
may require you to stand the frame on edge 
and press downward on the 2 ends, while
connecting them together.

3

4 With the top rail frame connected into a circle, lay it flat
on the floor (either side facing up - they are identical).
Then insert the tapered end of each of the 6 leg tubes 
into the 6 leg sockets that are facing up, as shown.  The
Curves should all point out - away from the center of
the trampoline.

5 Align the screw hole in the leg with the hole in the leg
socket.  Then secure with screw and tighten.  DO NOT
OVER-TIGHTEN. Repeat this until all 6 legs are securely
attached to the top rail frame with screws.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

!

Lower Hook & Loop

Upper Hook & Loop
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ISTRUZIONI PER IL MONTAGGIO

Lay out the jump mat in the center of the frame.
Then slide a suspension cord from left to right 
 through the nylon loop as shown.
(When securing the cords always position your 
left hand under, and right hand over, the frame.)

Use your right hand to stretch the ‘loop’ end 
of the cord OVER the top rail and your left 
hand to pull the ‘knob’ end of the cord UNDER
the top rail, then pass the knob through the 
loop.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

SLOWLY release the loop end of the cord 
so that it captures the knob, locking the 
suspension cord in place, as shown.  
Use care when releasing the loop end 
around the knob, so that it does not slip off
or pinch your fingers!

From the 1st attached cord, count around the 
jump mat to the 16th loop and repeat steps 1-3
attaching the 2nd cord directly across from the 1st.

1 2

Next, count back around the jump mat 8 loops
and repeat steps 1-3 attaching the 3rd cord 
about half way between the 1st & 2nd cords.

! WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.
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Then, from the 3rd attached cord, count 
around the jump mat 16 loops and repeat 
steps 1-3 to attach the 4th cord.   Numbers
on the picture above show the approximate 
positions of the first 8 suspension cords.  
Continue connecting the remaining cords 
as shown in steps 1-3, but always connect 
a cord, and then switch to the opposite 
side of the trampoline to connect the 
next cord.   Attaching the cords in this 
manner is important, as it will  ensure 
even-tension around the entire jump mat.

Lay the pad cover, over the suspension cords.  
Carefully position each of the 6 openings in the
pad cover over their corresponding enclosure 
pole sockets, as shown.

Enclosure pole
socket

Carefully work the lower mesh skirt (attached to the pad cover) 
down, around the entire perimeter of the trampoline, on the outside of the legs. 

Align the grommet attached to the bottom of the lower mesh skirt with the
hole near the base of the leg and secure with screw.  DO NOT OVER-TIGHTEN.

Repeat Step 13 with the remaining 5 grommets in the
lower mesh skirt and their corresponding legs.
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NEVER ALLOW A CHILD 
TO USE OR JUMP ON THE 
TRAMPOLINE WITHOUT 

THE ENCLOSURE 
PROPERLY ASSEMBLED

AND INSTALLED

! WARNING:

2

7
8

9

10 11 12

13
14

15 16

Lay out the jump mat in the center of the frame.
Then slide a suspension cord from left to right 
 through the nylon loop as shown.
(When securing the cords always position your 
left hand under, and right hand over, the frame.)

Use your right hand to stretch the ‘loop’ end 
of the cord OVER the top rail and your left 
hand to pull the ‘knob’ end of the cord UNDER
the top rail, then pass the knob through the 
loop.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

SLOWLY release the loop end of the cord 
so that it captures the knob, locking the 
suspension cord in place, as shown.  
Use care when releasing the loop end 
around the knob, so that it does not slip off
or pinch your fingers!

From the 1st attached cord, count around the 
jump mat to the 16th loop and repeat steps 1-3
attaching the 2nd cord directly across from the 1st.

1 2

Next, count back around the jump mat 8 loops
and repeat steps 1-3 attaching the 3rd cord 
about half way between the 1st & 2nd cords.

! WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

1 2

3

4

5

6

7

8

Then, from the 3rd attached cord, count 
around the jump mat 16 loops and repeat 
steps 1-3 to attach the 4th cord.   Numbers
on the picture above show the approximate 
positions of the first 8 suspension cords.  
Continue connecting the remaining cords 
as shown in steps 1-3, but always connect 
a cord, and then switch to the opposite 
side of the trampoline to connect the 
next cord.   Attaching the cords in this 
manner is important, as it will  ensure 
even-tension around the entire jump mat.

Lay the pad cover, over the suspension cords.  
Carefully position each of the 6 openings in the
pad cover over their corresponding enclosure 
pole sockets, as shown.

Enclosure pole
socket

Carefully work the lower mesh skirt (attached to the pad cover) 
down, around the entire perimeter of the trampoline, on the outside of the legs. 

Align the grommet attached to the bottom of the lower mesh skirt with the
hole near the base of the leg and secure with screw.  DO NOT OVER-TIGHTEN.

Repeat Step 13 with the remaining 5 grommets in the
lower mesh skirt and their corresponding legs.

6

1

3

2

NEVER ALLOW A CHILD 
TO USE OR JUMP ON THE 
TRAMPOLINE WITHOUT 

THE ENCLOSURE 
PROPERLY ASSEMBLED

AND INSTALLED

! WARNING:

2

7
8

9

10 11 12

13
14

15 16

Lay out the jump mat in the center of the frame.
Then slide a suspension cord from left to right 
 through the nylon loop as shown.
(When securing the cords always position your 
left hand under, and right hand over, the frame.)

Use your right hand to stretch the ‘loop’ end 
of the cord OVER the top rail and your left 
hand to pull the ‘knob’ end of the cord UNDER
the top rail, then pass the knob through the 
loop.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

SLOWLY release the loop end of the cord 
so that it captures the knob, locking the 
suspension cord in place, as shown.  
Use care when releasing the loop end 
around the knob, so that it does not slip off
or pinch your fingers!

From the 1st attached cord, count around the 
jump mat to the 16th loop and repeat steps 1-3
attaching the 2nd cord directly across from the 1st.

1 2

Next, count back around the jump mat 8 loops
and repeat steps 1-3 attaching the 3rd cord 
about half way between the 1st & 2nd cords.

! WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

1 2

3

4

5

6

7

8

Then, from the 3rd attached cord, count 
around the jump mat 16 loops and repeat 
steps 1-3 to attach the 4th cord.   Numbers
on the picture above show the approximate 
positions of the first 8 suspension cords.  
Continue connecting the remaining cords 
as shown in steps 1-3, but always connect 
a cord, and then switch to the opposite 
side of the trampoline to connect the 
next cord.   Attaching the cords in this 
manner is important, as it will  ensure 
even-tension around the entire jump mat.

Lay the pad cover, over the suspension cords.  
Carefully position each of the 6 openings in the
pad cover over their corresponding enclosure 
pole sockets, as shown.

Enclosure pole
socket

Carefully work the lower mesh skirt (attached to the pad cover) 
down, around the entire perimeter of the trampoline, on the outside of the legs. 

Align the grommet attached to the bottom of the lower mesh skirt with the
hole near the base of the leg and secure with screw.  DO NOT OVER-TIGHTEN.

Repeat Step 13 with the remaining 5 grommets in the
lower mesh skirt and their corresponding legs.

6

1

3

2

NEVER ALLOW A CHILD 
TO USE OR JUMP ON THE 
TRAMPOLINE WITHOUT 

THE ENCLOSURE 
PROPERLY ASSEMBLED

AND INSTALLED

! WARNING:

2

7
8

9

10 11 12

13
14

15 16

Lay out the jump mat in the center of the frame.
Then slide a suspension cord from left to right 
 through the nylon loop as shown.
(When securing the cords always position your 
left hand under, and right hand over, the frame.)

Use your right hand to stretch the ‘loop’ end 
of the cord OVER the top rail and your left 
hand to pull the ‘knob’ end of the cord UNDER
the top rail, then pass the knob through the 
loop.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

SLOWLY release the loop end of the cord 
so that it captures the knob, locking the 
suspension cord in place, as shown.  
Use care when releasing the loop end 
around the knob, so that it does not slip off
or pinch your fingers!

From the 1st attached cord, count around the 
jump mat to the 16th loop and repeat steps 1-3
attaching the 2nd cord directly across from the 1st.

1 2

Next, count back around the jump mat 8 loops
and repeat steps 1-3 attaching the 3rd cord 
about half way between the 1st & 2nd cords.

! WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

1 2

3

4

5

6

7

8

Then, from the 3rd attached cord, count 
around the jump mat 16 loops and repeat 
steps 1-3 to attach the 4th cord.   Numbers
on the picture above show the approximate 
positions of the first 8 suspension cords.  
Continue connecting the remaining cords 
as shown in steps 1-3, but always connect 
a cord, and then switch to the opposite 
side of the trampoline to connect the 
next cord.   Attaching the cords in this 
manner is important, as it will  ensure 
even-tension around the entire jump mat.

Lay the pad cover, over the suspension cords.  
Carefully position each of the 6 openings in the
pad cover over their corresponding enclosure 
pole sockets, as shown.

Enclosure pole
socket

Carefully work the lower mesh skirt (attached to the pad cover) 
down, around the entire perimeter of the trampoline, on the outside of the legs. 

Align the grommet attached to the bottom of the lower mesh skirt with the
hole near the base of the leg and secure with screw.  DO NOT OVER-TIGHTEN.

Repeat Step 13 with the remaining 5 grommets in the
lower mesh skirt and their corresponding legs.

6

1

3

2

NEVER ALLOW A CHILD 
TO USE OR JUMP ON THE 
TRAMPOLINE WITHOUT 

THE ENCLOSURE 
PROPERLY ASSEMBLED

AND INSTALLED

! WARNING:

2

7
8

9

10 11 12

13
14

15 16

10

12

14

11

13

15

Lay out the jump mat in the center of the frame.
Then slide a suspension cord from left to right 
 through the nylon loop as shown.
(When securing the cords always position your 
left hand under, and right hand over, the frame.)

Use your right hand to stretch the ‘loop’ end 
of the cord OVER the top rail and your left 
hand to pull the ‘knob’ end of the cord UNDER
the top rail, then pass the knob through the 
loop.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

SLOWLY release the loop end of the cord 
so that it captures the knob, locking the 
suspension cord in place, as shown.  
Use care when releasing the loop end 
around the knob, so that it does not slip off
or pinch your fingers!

From the 1st attached cord, count around the 
jump mat to the 16th loop and repeat steps 1-3
attaching the 2nd cord directly across from the 1st.

1 2

Next, count back around the jump mat 8 loops
and repeat steps 1-3 attaching the 3rd cord 
about half way between the 1st & 2nd cords.

! WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.
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Then, from the 3rd attached cord, count 
around the jump mat 16 loops and repeat 
steps 1-3 to attach the 4th cord.   Numbers
on the picture above show the approximate 
positions of the first 8 suspension cords.  
Continue connecting the remaining cords 
as shown in steps 1-3, but always connect 
a cord, and then switch to the opposite 
side of the trampoline to connect the 
next cord.   Attaching the cords in this 
manner is important, as it will  ensure 
even-tension around the entire jump mat.

Lay the pad cover, over the suspension cords.  
Carefully position each of the 6 openings in the
pad cover over their corresponding enclosure 
pole sockets, as shown.

Enclosure pole
socket

Carefully work the lower mesh skirt (attached to the pad cover) 
down, around the entire perimeter of the trampoline, on the outside of the legs. 

Align the grommet attached to the bottom of the lower mesh skirt with the
hole near the base of the leg and secure with screw.  DO NOT OVER-TIGHTEN.

Repeat Step 13 with the remaining 5 grommets in the
lower mesh skirt and their corresponding legs.
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Lay out the jump mat in the center of the frame.
Then slide a suspension cord from left to right 
 through the nylon loop as shown.
(When securing the cords always position your 
left hand under, and right hand over, the frame.)

Use your right hand to stretch the ‘loop’ end 
of the cord OVER the top rail and your left 
hand to pull the ‘knob’ end of the cord UNDER
the top rail, then pass the knob through the 
loop.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

SLOWLY release the loop end of the cord 
so that it captures the knob, locking the 
suspension cord in place, as shown.  
Use care when releasing the loop end 
around the knob, so that it does not slip off
or pinch your fingers!

From the 1st attached cord, count around the 
jump mat to the 16th loop and repeat steps 1-3
attaching the 2nd cord directly across from the 1st.

1 2

Next, count back around the jump mat 8 loops
and repeat steps 1-3 attaching the 3rd cord 
about half way between the 1st & 2nd cords.

! WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.
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Then, from the 3rd attached cord, count 
around the jump mat 16 loops and repeat 
steps 1-3 to attach the 4th cord.   Numbers
on the picture above show the approximate 
positions of the first 8 suspension cords.  
Continue connecting the remaining cords 
as shown in steps 1-3, but always connect 
a cord, and then switch to the opposite 
side of the trampoline to connect the 
next cord.   Attaching the cords in this 
manner is important, as it will  ensure 
even-tension around the entire jump mat.

Lay the pad cover, over the suspension cords.  
Carefully position each of the 6 openings in the
pad cover over their corresponding enclosure 
pole sockets, as shown.

Enclosure pole
socket

Carefully work the lower mesh skirt (attached to the pad cover) 
down, around the entire perimeter of the trampoline, on the outside of the legs. 

Align the grommet attached to the bottom of the lower mesh skirt with the
hole near the base of the leg and secure with screw.  DO NOT OVER-TIGHTEN.

Repeat Step 13 with the remaining 5 grommets in the
lower mesh skirt and their corresponding legs.
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Lay out the jump mat in the center of the frame.
Then slide a suspension cord from left to right 
 through the nylon loop as shown.
(When securing the cords always position your 
left hand under, and right hand over, the frame.)

Use your right hand to stretch the ‘loop’ end 
of the cord OVER the top rail and your left 
hand to pull the ‘knob’ end of the cord UNDER
the top rail, then pass the knob through the 
loop.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

SLOWLY release the loop end of the cord 
so that it captures the knob, locking the 
suspension cord in place, as shown.  
Use care when releasing the loop end 
around the knob, so that it does not slip off
or pinch your fingers!

From the 1st attached cord, count around the 
jump mat to the 16th loop and repeat steps 1-3
attaching the 2nd cord directly across from the 1st.

1 2

Next, count back around the jump mat 8 loops
and repeat steps 1-3 attaching the 3rd cord 
about half way between the 1st & 2nd cords.

! WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.
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Then, from the 3rd attached cord, count 
around the jump mat 16 loops and repeat 
steps 1-3 to attach the 4th cord.   Numbers
on the picture above show the approximate 
positions of the first 8 suspension cords.  
Continue connecting the remaining cords 
as shown in steps 1-3, but always connect 
a cord, and then switch to the opposite 
side of the trampoline to connect the 
next cord.   Attaching the cords in this 
manner is important, as it will  ensure 
even-tension around the entire jump mat.

Lay the pad cover, over the suspension cords.  
Carefully position each of the 6 openings in the
pad cover over their corresponding enclosure 
pole sockets, as shown.

Enclosure pole
socket

Carefully work the lower mesh skirt (attached to the pad cover) 
down, around the entire perimeter of the trampoline, on the outside of the legs. 

Align the grommet attached to the bottom of the lower mesh skirt with the
hole near the base of the leg and secure with screw.  DO NOT OVER-TIGHTEN.

Repeat Step 13 with the remaining 5 grommets in the
lower mesh skirt and their corresponding legs.
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Lay out the jump mat in the center of the frame.
Then slide a suspension cord from left to right 
 through the nylon loop as shown.
(When securing the cords always position your 
left hand under, and right hand over, the frame.)

Use your right hand to stretch the ‘loop’ end 
of the cord OVER the top rail and your left 
hand to pull the ‘knob’ end of the cord UNDER
the top rail, then pass the knob through the 
loop.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

SLOWLY release the loop end of the cord 
so that it captures the knob, locking the 
suspension cord in place, as shown.  
Use care when releasing the loop end 
around the knob, so that it does not slip off
or pinch your fingers!

From the 1st attached cord, count around the 
jump mat to the 16th loop and repeat steps 1-3
attaching the 2nd cord directly across from the 1st.

1 2

Next, count back around the jump mat 8 loops
and repeat steps 1-3 attaching the 3rd cord 
about half way between the 1st & 2nd cords.

! WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.
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Then, from the 3rd attached cord, count 
around the jump mat 16 loops and repeat 
steps 1-3 to attach the 4th cord.   Numbers
on the picture above show the approximate 
positions of the first 8 suspension cords.  
Continue connecting the remaining cords 
as shown in steps 1-3, but always connect 
a cord, and then switch to the opposite 
side of the trampoline to connect the 
next cord.   Attaching the cords in this 
manner is important, as it will  ensure 
even-tension around the entire jump mat.

Lay the pad cover, over the suspension cords.  
Carefully position each of the 6 openings in the
pad cover over their corresponding enclosure 
pole sockets, as shown.

Enclosure pole
socket

Carefully work the lower mesh skirt (attached to the pad cover) 
down, around the entire perimeter of the trampoline, on the outside of the legs. 

Align the grommet attached to the bottom of the lower mesh skirt with the
hole near the base of the leg and secure with screw.  DO NOT OVER-TIGHTEN.

Repeat Step 13 with the remaining 5 grommets in the
lower mesh skirt and their corresponding legs.
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Lay out the jump mat in the center of the frame.
Then slide a suspension cord from left to right 
 through the nylon loop as shown.
(When securing the cords always position your 
left hand under, and right hand over, the frame.)

Use your right hand to stretch the ‘loop’ end 
of the cord OVER the top rail and your left 
hand to pull the ‘knob’ end of the cord UNDER
the top rail, then pass the knob through the 
loop.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

SLOWLY release the loop end of the cord 
so that it captures the knob, locking the 
suspension cord in place, as shown.  
Use care when releasing the loop end 
around the knob, so that it does not slip off
or pinch your fingers!

From the 1st attached cord, count around the 
jump mat to the 16th loop and repeat steps 1-3
attaching the 2nd cord directly across from the 1st.

1 2

Next, count back around the jump mat 8 loops
and repeat steps 1-3 attaching the 3rd cord 
about half way between the 1st & 2nd cords.

! WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.
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Then, from the 3rd attached cord, count 
around the jump mat 16 loops and repeat 
steps 1-3 to attach the 4th cord.   Numbers
on the picture above show the approximate 
positions of the first 8 suspension cords.  
Continue connecting the remaining cords 
as shown in steps 1-3, but always connect 
a cord, and then switch to the opposite 
side of the trampoline to connect the 
next cord.   Attaching the cords in this 
manner is important, as it will  ensure 
even-tension around the entire jump mat.

Lay the pad cover, over the suspension cords.  
Carefully position each of the 6 openings in the
pad cover over their corresponding enclosure 
pole sockets, as shown.

Enclosure pole
socket

Carefully work the lower mesh skirt (attached to the pad cover) 
down, around the entire perimeter of the trampoline, on the outside of the legs. 

Align the grommet attached to the bottom of the lower mesh skirt with the
hole near the base of the leg and secure with screw.  DO NOT OVER-TIGHTEN.

Repeat Step 13 with the remaining 5 grommets in the
lower mesh skirt and their corresponding legs.
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Lay out the jump mat in the center of the frame.
Then slide a suspension cord from left to right 
 through the nylon loop as shown.
(When securing the cords always position your 
left hand under, and right hand over, the frame.)

Use your right hand to stretch the ‘loop’ end 
of the cord OVER the top rail and your left 
hand to pull the ‘knob’ end of the cord UNDER
the top rail, then pass the knob through the 
loop.

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

SLOWLY release the loop end of the cord 
so that it captures the knob, locking the 
suspension cord in place, as shown.  
Use care when releasing the loop end 
around the knob, so that it does not slip off
or pinch your fingers!

From the 1st attached cord, count around the 
jump mat to the 16th loop and repeat steps 1-3
attaching the 2nd cord directly across from the 1st.

1 2

Next, count back around the jump mat 8 loops
and repeat steps 1-3 attaching the 3rd cord 
about half way between the 1st & 2nd cords.

! WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.
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Then, from the 3rd attached cord, count 
around the jump mat 16 loops and repeat 
steps 1-3 to attach the 4th cord.   Numbers
on the picture above show the approximate 
positions of the first 8 suspension cords.  
Continue connecting the remaining cords 
as shown in steps 1-3, but always connect 
a cord, and then switch to the opposite 
side of the trampoline to connect the 
next cord.   Attaching the cords in this 
manner is important, as it will  ensure 
even-tension around the entire jump mat.

Lay the pad cover, over the suspension cords.  
Carefully position each of the 6 openings in the
pad cover over their corresponding enclosure 
pole sockets, as shown.

Enclosure pole
socket

Carefully work the lower mesh skirt (attached to the pad cover) 
down, around the entire perimeter of the trampoline, on the outside of the legs. 

Align the grommet attached to the bottom of the lower mesh skirt with the
hole near the base of the leg and secure with screw.  DO NOT OVER-TIGHTEN.

Repeat Step 13 with the remaining 5 grommets in the
lower mesh skirt and their corresponding legs.
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Insert the smaller diameter end of an upper
enclosure pole into the larger diameter end
of a lower enclosure pole and align screw
holes.  (You may need to slide the pre-
installed foam sleeves to gain access to the
ends of the poles)

Insert screw & tighten.  DO NOT OVER-
TIGHTEN!.  Repeat steps 1 & 2 to assemble
remaining 5 sets of upper & lower poles.

Blank Foam

Airzone 
Embossed
Foam

Top
End

Bottom
End

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

Insert the bottom end of enclosure pole
assembly into the socket on frame, as 
shown.   Align screw holes. 

Bottom of enclosure pole that goes
into socket on frame.

WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

!

Insert screw & tighten.  
DO NOT OVER TIGHTEN!.  
Repeat step 19 with the remaining 5 enclosure
pole assemblies.

Locate the 6 nylon patches that are sewn 
onto the top edge of the mesh.
Select a nylon patch that aligns with a CAP.
Carefully slip one of the patches over the top
of the enclosure pole .
 Use care so that you do not tear the mesh.

Repeat step 21 with the remaining
5 patches .  When done properly,
the enclosure mesh will be hanging on the
INSIDE of the enclosure poles.  The mesh 
should hang down somewhat straight and
not ‘twist’

Upper & Lower
Locate the upper and lower sets of hook and loop 
fasteners sewn to the enclosure mesh  There are 6
upper and 6 lower sets of hook & loop fasteners.
Tightly wrap both the upper & lower hook and loop 
fasteners around the enclosure pole foam to secure 
the mesh in place.  Repeat this with the remaining 
upper and lower hook & loop fasteners on the other
5 enclosure poles. 

17 18 19

20 21 22

23 24 You may find the some elastic webbing with plastic hook a
at the bottom of enclosure mesh. Please assemble all of 
hooks as shown picture 4a and 4b. 
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Insert the smaller diameter end of an upper
enclosure pole into the larger diameter end
of a lower enclosure pole and align screw
holes.  (You may need to slide the pre-
installed foam sleeves to gain access to the
ends of the poles)

Insert screw & tighten.  DO NOT OVER-
TIGHTEN!.  Repeat steps 1 & 2 to assemble
remaining 5 sets of upper & lower poles.

Blank Foam

Airzone 
Embossed
Foam

Top
End

Bottom
End

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

Insert the bottom end of enclosure pole
assembly into the socket on frame, as 
shown.   Align screw holes. 

Bottom of enclosure pole that goes
into socket on frame.

WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

!

Insert screw & tighten.  
DO NOT OVER TIGHTEN!.  
Repeat step 19 with the remaining 5 enclosure
pole assemblies.

Locate the 6 nylon patches that are sewn 
onto the top edge of the mesh.
Select a nylon patch that aligns with a CAP.
Carefully slip one of the patches over the top
of the enclosure pole .
 Use care so that you do not tear the mesh.

Repeat step 21 with the remaining
5 patches .  When done properly,
the enclosure mesh will be hanging on the
INSIDE of the enclosure poles.  The mesh 
should hang down somewhat straight and
not ‘twist’

Upper & Lower
Locate the upper and lower sets of hook and loop 
fasteners sewn to the enclosure mesh  There are 6
upper and 6 lower sets of hook & loop fasteners.
Tightly wrap both the upper & lower hook and loop 
fasteners around the enclosure pole foam to secure 
the mesh in place.  Repeat this with the remaining 
upper and lower hook & loop fasteners on the other
5 enclosure poles. 

17 18 19

20 21 22

23 24 You may find the some elastic webbing with plastic hook a
at the bottom of enclosure mesh. Please assemble all of 
hooks as shown picture 4a and 4b. 
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Insert the smaller diameter end of an upper
enclosure pole into the larger diameter end
of a lower enclosure pole and align screw
holes.  (You may need to slide the pre-
installed foam sleeves to gain access to the
ends of the poles)

Insert screw & tighten.  DO NOT OVER-
TIGHTEN!.  Repeat steps 1 & 2 to assemble
remaining 5 sets of upper & lower poles.

Blank Foam

Airzone 
Embossed
Foam

Top
End

Bottom
End

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

Insert the bottom end of enclosure pole
assembly into the socket on frame, as 
shown.   Align screw holes. 

Bottom of enclosure pole that goes
into socket on frame.

WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

!

Insert screw & tighten.  
DO NOT OVER TIGHTEN!.  
Repeat step 19 with the remaining 5 enclosure
pole assemblies.

Locate the 6 nylon patches that are sewn 
onto the top edge of the mesh.
Select a nylon patch that aligns with a CAP.
Carefully slip one of the patches over the top
of the enclosure pole .
 Use care so that you do not tear the mesh.

Repeat step 21 with the remaining
5 patches .  When done properly,
the enclosure mesh will be hanging on the
INSIDE of the enclosure poles.  The mesh 
should hang down somewhat straight and
not ‘twist’

Upper & Lower
Locate the upper and lower sets of hook and loop 
fasteners sewn to the enclosure mesh  There are 6
upper and 6 lower sets of hook & loop fasteners.
Tightly wrap both the upper & lower hook and loop 
fasteners around the enclosure pole foam to secure 
the mesh in place.  Repeat this with the remaining 
upper and lower hook & loop fasteners on the other
5 enclosure poles. 

17 18 19

20 21 22

23 24 You may find the some elastic webbing with plastic hook a
at the bottom of enclosure mesh. Please assemble all of 
hooks as shown picture 4a and 4b. 
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Insert the smaller diameter end of an upper
enclosure pole into the larger diameter end
of a lower enclosure pole and align screw
holes.  (You may need to slide the pre-
installed foam sleeves to gain access to the
ends of the poles)

Insert screw & tighten.  DO NOT OVER-
TIGHTEN!.  Repeat steps 1 & 2 to assemble
remaining 5 sets of upper & lower poles.

Blank Foam

Airzone 
Embossed
Foam

Top
End

Bottom
End

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

Insert the bottom end of enclosure pole
assembly into the socket on frame, as 
shown.   Align screw holes. 

Bottom of enclosure pole that goes
into socket on frame.

WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

!

Insert screw & tighten.  
DO NOT OVER TIGHTEN!.  
Repeat step 19 with the remaining 5 enclosure
pole assemblies.

Locate the 6 nylon patches that are sewn 
onto the top edge of the mesh.
Select a nylon patch that aligns with a CAP.
Carefully slip one of the patches over the top
of the enclosure pole .
 Use care so that you do not tear the mesh.

Repeat step 21 with the remaining
5 patches .  When done properly,
the enclosure mesh will be hanging on the
INSIDE of the enclosure poles.  The mesh 
should hang down somewhat straight and
not ‘twist’

Upper & Lower
Locate the upper and lower sets of hook and loop 
fasteners sewn to the enclosure mesh  There are 6
upper and 6 lower sets of hook & loop fasteners.
Tightly wrap both the upper & lower hook and loop 
fasteners around the enclosure pole foam to secure 
the mesh in place.  Repeat this with the remaining 
upper and lower hook & loop fasteners on the other
5 enclosure poles. 

17 18 19

20 21 22

23 24 You may find the some elastic webbing with plastic hook a
at the bottom of enclosure mesh. Please assemble all of 
hooks as shown picture 4a and 4b. 
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Insert the smaller diameter end of an upper
enclosure pole into the larger diameter end
of a lower enclosure pole and align screw
holes.  (You may need to slide the pre-
installed foam sleeves to gain access to the
ends of the poles)

Insert screw & tighten.  DO NOT OVER-
TIGHTEN!.  Repeat steps 1 & 2 to assemble
remaining 5 sets of upper & lower poles.

Blank Foam

Airzone 
Embossed
Foam

Top
End

Bottom
End

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

Insert the bottom end of enclosure pole
assembly into the socket on frame, as 
shown.   Align screw holes. 

Bottom of enclosure pole that goes
into socket on frame.

WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

!

Insert screw & tighten.  
DO NOT OVER TIGHTEN!.  
Repeat step 19 with the remaining 5 enclosure
pole assemblies.

Locate the 6 nylon patches that are sewn 
onto the top edge of the mesh.
Select a nylon patch that aligns with a CAP.
Carefully slip one of the patches over the top
of the enclosure pole .
 Use care so that you do not tear the mesh.

Repeat step 21 with the remaining
5 patches .  When done properly,
the enclosure mesh will be hanging on the
INSIDE of the enclosure poles.  The mesh 
should hang down somewhat straight and
not ‘twist’

Upper & Lower
Locate the upper and lower sets of hook and loop 
fasteners sewn to the enclosure mesh  There are 6
upper and 6 lower sets of hook & loop fasteners.
Tightly wrap both the upper & lower hook and loop 
fasteners around the enclosure pole foam to secure 
the mesh in place.  Repeat this with the remaining 
upper and lower hook & loop fasteners on the other
5 enclosure poles. 

17 18 19

20 21 22

23 24 You may find the some elastic webbing with plastic hook a
at the bottom of enclosure mesh. Please assemble all of 
hooks as shown picture 4a and 4b. 
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Insert the smaller diameter end of an upper
enclosure pole into the larger diameter end
of a lower enclosure pole and align screw
holes.  (You may need to slide the pre-
installed foam sleeves to gain access to the
ends of the poles)

Insert screw & tighten.  DO NOT OVER-
TIGHTEN!.  Repeat steps 1 & 2 to assemble
remaining 5 sets of upper & lower poles.
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Foam

Top
End
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End

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

Insert the bottom end of enclosure pole
assembly into the socket on frame, as 
shown.   Align screw holes. 

Bottom of enclosure pole that goes
into socket on frame.

WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

!

Insert screw & tighten.  
DO NOT OVER TIGHTEN!.  
Repeat step 19 with the remaining 5 enclosure
pole assemblies.

Locate the 6 nylon patches that are sewn 
onto the top edge of the mesh.
Select a nylon patch that aligns with a CAP.
Carefully slip one of the patches over the top
of the enclosure pole .
 Use care so that you do not tear the mesh.

Repeat step 21 with the remaining
5 patches .  When done properly,
the enclosure mesh will be hanging on the
INSIDE of the enclosure poles.  The mesh 
should hang down somewhat straight and
not ‘twist’

Upper & Lower
Locate the upper and lower sets of hook and loop 
fasteners sewn to the enclosure mesh  There are 6
upper and 6 lower sets of hook & loop fasteners.
Tightly wrap both the upper & lower hook and loop 
fasteners around the enclosure pole foam to secure 
the mesh in place.  Repeat this with the remaining 
upper and lower hook & loop fasteners on the other
5 enclosure poles. 

17 18 19

20 21 22

23 24 You may find the some elastic webbing with plastic hook a
at the bottom of enclosure mesh. Please assemble all of 
hooks as shown picture 4a and 4b. 
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Insert the smaller diameter end of an upper
enclosure pole into the larger diameter end
of a lower enclosure pole and align screw
holes.  (You may need to slide the pre-
installed foam sleeves to gain access to the
ends of the poles)

Insert screw & tighten.  DO NOT OVER-
TIGHTEN!.  Repeat steps 1 & 2 to assemble
remaining 5 sets of upper & lower poles.

Blank Foam

Airzone 
Embossed
Foam

Top
End

Bottom
End

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

Insert the bottom end of enclosure pole
assembly into the socket on frame, as 
shown.   Align screw holes. 

Bottom of enclosure pole that goes
into socket on frame.

WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

!

Insert screw & tighten.  
DO NOT OVER TIGHTEN!.  
Repeat step 19 with the remaining 5 enclosure
pole assemblies.

Locate the 6 nylon patches that are sewn 
onto the top edge of the mesh.
Select a nylon patch that aligns with a CAP.
Carefully slip one of the patches over the top
of the enclosure pole .
 Use care so that you do not tear the mesh.

Repeat step 21 with the remaining
5 patches .  When done properly,
the enclosure mesh will be hanging on the
INSIDE of the enclosure poles.  The mesh 
should hang down somewhat straight and
not ‘twist’

Upper & Lower
Locate the upper and lower sets of hook and loop 
fasteners sewn to the enclosure mesh  There are 6
upper and 6 lower sets of hook & loop fasteners.
Tightly wrap both the upper & lower hook and loop 
fasteners around the enclosure pole foam to secure 
the mesh in place.  Repeat this with the remaining 
upper and lower hook & loop fasteners on the other
5 enclosure poles. 

17 18 19

20 21 22

23 24 You may find the some elastic webbing with plastic hook a
at the bottom of enclosure mesh. Please assemble all of 
hooks as shown picture 4a and 4b. 

7

Insert the smaller diameter end of an upper
enclosure pole into the larger diameter end
of a lower enclosure pole and align screw
holes.  (You may need to slide the pre-
installed foam sleeves to gain access to the
ends of the poles)

Insert screw & tighten.  DO NOT OVER-
TIGHTEN!.  Repeat steps 1 & 2 to assemble
remaining 5 sets of upper & lower poles.

Blank Foam

Airzone 
Embossed
Foam

Top
End

Bottom
End

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

Insert the bottom end of enclosure pole
assembly into the socket on frame, as 
shown.   Align screw holes. 

Bottom of enclosure pole that goes
into socket on frame.

WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

!

Insert screw & tighten.  
DO NOT OVER TIGHTEN!.  
Repeat step 19 with the remaining 5 enclosure
pole assemblies.

Locate the 6 nylon patches that are sewn 
onto the top edge of the mesh.
Select a nylon patch that aligns with a CAP.
Carefully slip one of the patches over the top
of the enclosure pole .
 Use care so that you do not tear the mesh.

Repeat step 21 with the remaining
5 patches .  When done properly,
the enclosure mesh will be hanging on the
INSIDE of the enclosure poles.  The mesh 
should hang down somewhat straight and
not ‘twist’

Upper & Lower
Locate the upper and lower sets of hook and loop 
fasteners sewn to the enclosure mesh  There are 6
upper and 6 lower sets of hook & loop fasteners.
Tightly wrap both the upper & lower hook and loop 
fasteners around the enclosure pole foam to secure 
the mesh in place.  Repeat this with the remaining 
upper and lower hook & loop fasteners on the other
5 enclosure poles. 

17 18 19

20 21 22

23 24 You may find the some elastic webbing with plastic hook a
at the bottom of enclosure mesh. Please assemble all of 
hooks as shown picture 4a and 4b. 24
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WARNING:
CHOKING HAZARD - Small Parts
Not for children under 3 yrs.

! WARNING:
ADULT ASSEMBLY REQUIRED
Contains small parts, sharp points and sharp edges.

!

TRAMPOLINE & ENCLOSURE ASSEMBLY
Refer to PARTS LIST for identification of parts.

Attach the hook & loop fasteners
around the nylon loops sewn to 
the jump mat.

Congratulations!  The  trampoline & enclosure is ready for your child to enjoy.
   

Always read and follow the safety 
instructions included in this manual and on the signs 

attached to the trampoline & enclosure.
Always make sure the entrance door is zipped completely closed

before allowing your child to begin jumping.

! WARNING:
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AVVERTIMENTO IMPORTANTE  

Controllate tutte le viti ed i ganci. Devono essere adeguatamente tesi e non devono muoversi. 
 

  ATTENZIONE 
 E’ fondamentale leggere questo manuale di istruzioni integralmente prima del montaggio e dell’utilizzo 

del tappeto elastico. 
 Per la vostra sicurezza e per l’efficacia del tappeto elastico, bisogna controllare che sia montato, 

mantenuto ed utilizzato in maniera conforme alle istruzioni. 
 I bambini NON DEVONO MAI utilizzare il tappeto elastico senza la supervisione di un adulto, il quale 

deve conoscerne l’impiego corretto. 
 I bambini NON DEVONO MAI essere lasciati soli all’interno della rete protettiva. 
 Bisogna SEMPRE seguire le istruzioni di sicurezza del tappeto elastico e della rete protettiva fornite in 

questo manuale. 
 NON ARRAMPICARSI NE’ SALTARE INTENZIONALMENTE contro la rete protettiva. 
 Se la rete protettiva e’ rovinata o strappata, NON UTILIZZATELA E SMONTATELA. 
 La rete protettiva serve a ridurre il rischio di caduta accidentale dal tappeto elastico. 
 NON AUTORIZZATE i bambini a portare dei giocattoli all’interno della rete protettiva. 
 
 
UTILIZZO 
 
 Informazioni di montaggio – La rete protettiva deve essere montata da una persona adulta seguendo 

passo dopo passo le istruzioni contenute in questo manuale. La rete protettiva contiene delle componenti 
molto piccole e ne e’ quindi sconsigliato l’utilizzo ai bambini al di sotto dei 3 anni. Vi raccomandiamo di 
verificare la presenza di tutte le componenti prima di iniziare il montaggio. Se manca un pezzo, la rete 
protettiva o il tappeto elastico potranno essere montati solamente quando sarete in possesso del pezzo 
mancante. 

 
 Posizionamento – Il tappeto elastico dev’essere posizionato su di una superficie piatta, livellata e bene 

illuminata. In nessun caso, va collocato su di una superficie dura come il cemento o la pietra. Bisogna 
prevedere uno spazio sgombro di almeno 2m intorno e di almeno 8m al di sopra del tappeto elastico. 
Esempi di superfici ottimali: erba, sabbia o superficie sintetica ammortizzante. Non bisogna posizionare o 
lasciare nulla al di sotto del tappeto elastico. Vi invitiamo a leggere inoltre le istruzioni e le direttive di 
sicurezza riguardanti il tappeto elastico. 

 
ISTRUZIONI DI SICUREZZA 
 
 Questa rete protettiva e’ destinata ad un uso in famiglia ed indirizzata solamente a bambini di eta’ 

superiore ai 6 anni. Non e’ pensata per rimbalzarci contro ma piuttosto per: 
 

(1) Controllare l’entrata e l’uscita dal tappeto elastico, 
(2) Permettere agli utilizzatori di acquisire confidenza, coordinazione, equilibrio ed agilita’ sul tappeto 

elastico senza il timore di farsi male. 
 

! 
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 Supervisione dei bambini da parte degli adulti – I bambini devono sempre essere controllati quando 
saltano e giocano sul tappeto elastico, anche se e’ stata montata una rete protettiva, e devono essere 
informati delle modalita’ di utilizzo. Bisogna prestare attenzione in particolare a: 
- Oggetti portati dai bambini all’interno della rete protettiva, 
- Salti dei bambini, 
- Condizioni del tappeto elastico e della rete protettiva, 
- Salita e discesa dei bambini dalla rete protettiva. 

 
 I bambini non devono indossare caschi da bicicletta o da skateboard sul tappeto elastico.  
 
 Le stutture del tappeto elastico e della rete protettiva sono fatte di acciaio che può condurre l’elettricità. 

Bisogna vietare il posizionamento di qualsiasi tipo di attrezzatura elettrica sia all’interno che all’esterno 
della rete protettiva, in modo da evitare rischi di folgorazione. 

 
 NON AUTORIZZARE l’accesso al tappeto elastico a più di una persona alla volta. La presenza di più 

utilizzatori nello stesso momento potrebbe portarli ad urtarsi e causarsi gravi infortuni a vicenda.  
 
 Dato che l’altezza del tappeto elastico è di circa un metro, c’è sempre il rischio di una caduta al momento 

della discesa. I bambini devono quindi essere aiutati nella salita e nella discesa dal tappeto elastico per 
ridurre il rischio di cadute. 

 
 Condizioni climatiche – Particolare attenziona va posta quando le condizioni climatiche cambiano. La 

superficie del tappeto elastico può diventare scivolosa in periodi umidi mentre le parti metalliche e fatte di 
tessuto possono scottare in estate. 

 
CURA E MANUTENZIONE DEL TAPPETO ELASTICO 
 
 Come ogni attrezzatura, è fondamentale ed obbligatorio che venga controllata da un adulto. Il tappeto 

elastico va ispezionato ogni mese. Particolare attenzione va posta sulle giunzioni e sui fissaggi. Se anche 
una piccola componente da segni di fragilità o è rovinata, deve essere subito rimpiazzata al fine di evitare 
malfunzionamento e incidenti. 

 
 Il tappeto elastico e la rete protettiva vanno utilizzati solamente dopo essersi assicurati della correttezza 

del montaggio. I tubi zincati possono aver bisogno di una manutenzione saltuaria. Se si forma della 
ruggine in superficie, bisogna eliminarla con della carta vetrata e poi trattare la zona con della speciale 
pittura antiruggine. (es. Bomboletta di pittura zincata). 
 

 Non lasciate salire sul tappeto elastico gli animali domestici in quanto le loro unghie potrebbero 
impigliarsi nella rete protettiva, nel tappeto o nel cuscino e di conseguenza rovinarli. 
 

 Evitate di accendere fuochi in prossimità del tappeto elastico. Non fumate sul tappeto. In condizioni 
climatiche ventose ceneri e scintille possono percorrere lunghe distanze e causare una bruciatura del 
tappeto o del cuscino. 
 

 Qualsiasi tipo di tappeto elastico, con o senza rete protettiva, potrebbe rovesciarsi in presenza di forte 
vento e causare danni e infortuni. Vi suggeriamo in questa circostanza di rimuovere la rete protettiva, il 
tappeto elastico ed il cuscino e di riporli in un luogo sicuro. 



www.poolgardens.it
info@poolgardens.it


